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Our Xylo pen is crafted from stainless steel and wood, giving it a stunning finish that's ready to be branded with your logo.
The smooth-action rotating top reveals and retracts the ballpoint pen that offers a comfortable and reliable writing
experience. The stylish clip at the top of the pen also allows for easy attachment to notebooks and more. Contact us today

for more information about our branding process, express delivery times and to request samples.
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Xylo

Colors o0
Lead Time 8 working days
PHOTO LASER INDIVIDUAL
PRINTING ENGRAVING NAMING
Branding ‘
Photo Printing Laser Engraving
Front Left Area: 40mm X 5mm (1.57X0.2 Front Left Area: 45mm X 5mm (1.77X0.2
inches) inches)
Front Right Area: 40mm X 5mm (1.57X0.2 Front Right Area: 40mm X 6mm (1.57X0.24
inches) inches)
Back Left Area: 40mm X 5mm (1.57X0.2 Back Left Area: 45mm X 5mm (1.77X0.2
Branding Area inches) inches)
Back Right Area: 40mm X 5mm (1.57X0.2 Back Right Area: 40mm X 6mm (1.57X0.24
inches) inches)

Length: 139mm (5.47 inches)
Diameter: 11mm (0.43 inches)
Weight: 24.00 grams (0.85 ounces)
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